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CONTROLED FLOW, COLUMBIA RIVER AT THE DALLES
AS FUNCTION OF INITAL CONTROLLED FLOW, I, FROM CHART1 IN KCFS
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CURVES ARE FORECAST OF
RESIDUAL RUNOFF VOLUME,
COLUMBIA RIVER AT THE DALLES,
CORRECTED FOR UPSTREAM
STORAGE, FROM DATE OF INITIAL
CONTROLLED FLOW THROUGH AUG.

NOTE:

1.  THIS CHART MAY BE USED AS AN
OPERATION GUIDE, IN ADDITION TO THE
USE OF DAILY SIMULATION OF STREAMFLOW
AND RESERVOIR REGULATION, TO DETERMINE
THE INCREASE IN THE CONTROLLED FLOW AT
THE DALLES, OR. DURING FILLING OF CAT.IV
PROJECTS.

2.  FOR A PARTICULAR YEAR, A SINGLE CURVE
IS USED, AS DETERMINED AT THE TIME OF
INITIAL CONTROLLED FLOW FROM THE FORECAST
OF RESIDUAL RUNOFF VOLUME, COLUMBIA
RIVER AT THE DALLES, CORRECTED FOR
UPSTREAM STORAGE.

CHART 3
LOWER COLUMBIA RIVER

FLOOD REGULATION DIAGRAM
FOR CATERGORY IV PROJECTS

FLOOD CONTROL OPERATING PLAN
COLUMBIA RIVER TREATY
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